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[72 FR 59362, Oct. 19, 2007; 72 FR 62308, Nov. 2, 
2007] 

§ 3285.703 Smoke alarms. 
Smoke alarms must be functionally 

tested in accordance with applicable 
requirements of the smoke alarm man-
ufacturer instructions and must be 
consistent with § 3280.208 of this chap-
ter. 

§ 3285.704 Telephone and cable TV. 
Refer to § 3285.906 for considerations 

pertinent to installation of telephone 
and cable TV. 

Subpart I—Exterior and Interior 
Close-Up 

§ 3285.801 Exterior close-up. 
(a) Exterior siding and roofing nec-

essary to join all sections of the home 
must be installed according to the 
product manufacturer installation in-
structions and must be fastened in ac-
cordance with designs and manufac-
turer instructions, consistent with 
§§ 3280.305 and 3280.307 of this chapter. 
Exterior close-up strips/trim must be 
fastened securely and sealed with exte-
rior sealant (see figure A to this sec-
tion). 

(b) Joints and seams. All joints and 
seams in exterior wall coverings that 
were disturbed during location of the 
home must be made weatherproof. 

(c) Prior to installing the siding, the 
polyethylene sheeting covering exte-
rior walls for transit must be com-
pletely removed. 

(d) Prior to completing the exterior 
close-up, any holes in the roofing must 

be made weatherproof and sealed with 
a sealant or other material that is suit-
able for use with the roofing in which 
the hole is made. 

(e) Mate-line gasket. The home manu-
facturer must provide materials and 
designs for mate-line gaskets or other 
methods designed to resist the entry of 
air, water, water vapor, insects, and ro-
dents at all mate-line locations ex-
posed to the exterior (see Figure B to 
this section). 

(f) Hinged roofs and eaves. Hinged 
roofs and eaves must be completed dur-
ing installation in compliance with all 
requirements of the Manufactured 
Home Construction and Safety Stand-
ards (24 CFR part 3280) and the Manu-
factured Home Procedural and Enforce-
ment Regulations (24 CFR part 3282). 
Unless exempted by the following pro-
visions, hinged roofs are also subject to 
a final inspection for compliance with 
the Manufactured Home Construction 
and Safety Standards (24 CFR part 
3280) by the IPIA or a qualified inde-
pendent inspector acceptable to the 
IPIA. Homes with hinged roofs that are 
exempted from IPIA inspection are in-
stead to be completed and inspected in 
accordance with the Manufactured 
Home Installation Program (24 CFR 
part 3286). This includes homes: 

(1) That are designed to be located in 
Wind Zone I; 

(2) In which the pitch of the hinged 
roof is less than 7:12; and 

(3) In which fuel burning appliance 
flue penetrations are not above the 
hinge. 
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